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OCCUPATIONAL SAFETY ANALYSIS, MODULE B 
No _______________________ 

 

Work contractor: company name, address  

Subcontractors: company name, address  
                            company name, address 

Person responsible for the development of module B  
of the Occupational Safety Analysis: 

 
Full name - _________________________ 
                                                      (signature) 

Prepared on:  

Work commencement date:  

       Work Coordinator  GBH Specialist 
 
 _____________________ _________________ 
(signature - means acceptance of the content of the document) (signature 
- means acceptance of the content of the document) 

Location of the works 
 

Organisational unit, description of the 
area/process plant/equipment * 

Scope of works: 
 
Brief description of the scope of work, e.g. prepariation the tank for revision performed by the Office of Technical 
Inspection* 
 

The way to prepare the work site: 
 
specify on a diagram, picture or otherwise the place and method of disconnection and blocking of utilities and 
energy; information * 
  

Work for which assistance is required: 

Work that must be done by a minimum of 2 people: 

Maximum number of people allowed in the work area: 

 

Item The stage of the job: Hazards: 

Ways to eliminate/ 
minimize risks:  
working methods, work organisation, 
technical protection, collective 
protection equipment, personal 
protective equipment, reduction of 
exposure , etc. 

1. 
 
 
 

  

2. 
 
 
 

  

 

Signs and warning signs, separation of the work 
site: 

 

Analysis of the working environment required: 
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Required qualifications of the persons carrying 
out the work: 

 
 

Principles of sewage discharge  
(Agree with the plant dispatcher and GO's office on 
the sewage discharge that may react with each 
other) 

 

* example of the text, it should be completed, taking into account the features of the work site  


